

















ADDITIONAL SAFTY PRECAUTIONS TO PREFORM

When using your grill, it is best to:

1 - Place the propane tank into the tank pocket as shown, with the
propane tank valve facing towards the FRONT of the cart.

2 - Attach hose and regulator as shown, facing towards the FRONT
of the cart at all imes during operation. The hose should not touch
the firebox or the grease pan/heat shield.

3 — Perform a leak test after installing the propane tank, as instructed
in the "cleaning & maintenance" section of this manual(page 9).

HOSE/REGULATOR

WARNING: Before proceeding with the following steps, ensure you have read: e L.P. Gas Cylinder ¢ Hose and Regulator
Sections of the USE AND CARE INSTRUCTIONS located at the front of this manual. The L.P. gas cylinder, if supplied with your grill, has been
shipped empty for safety reasons. The cylinder must be purged of air, and filled, prior to use. Follow all directions under "L.P. Gas Cylinder - Filling"

section of the Use and Care Instructions.

Before attaching hose/regulator to

tank, be sure cylinder valve and

appliance valves are OFF.

The Q.C.C.1 cylinder valve has an internal
back check module which will not allow gas
to flow until a connection has been made.
The valve is turned off by rotating the
handwheel (Fig. 3, Use and Care)
Clockwise (left to right) until it stops. When
attaching regulator to tank, make sure that
the small probe (Fig. 7B) in the nipple is
centered in the mating Q.C.C.1 cylinder
valve, turn the right hand threaded Q.C.C.1
nut onto the valve in a clockwise motion
until there is a positive stop. DO NOT USE
A WRENCH, HAND TIGHTEN ONLY.

FIG.15

HOSE/REGULATOR

Q.C.C.I. NUT

IMPORTANT: Ensure hose assembly

does not contact the casting, or any other
parts which will get hot.
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PARTS LIST

ITEM QTY. PART NO. DESCRIPTION
SECTION 01 COVER ASSEMBLY
1.01 1 SP155-42 500 GRILL - COVER ASSY
1.02 1 SP87-9 500 GRILL - COVER PANEL
1.04 1 SP37-33C COVER CAST END CAP LH
1.05 2 SP8-25 COVER POST STOP
1.06 1 SP53-19 500 COVER HANDLE AND PLUGS
ASSEMBLY
1.07 1 SP45-30 LOGO GAGE ASSEMBLY
1.08 0 SP61-16 GAGE - LOGO KNURL NUT
SECTION 02 FIRE BOX ASSEMBLY
.01 1 1- 5 - 5
VALVE NO LIGHT
.01 1 462-4 50069 - 5
VALVE NO LIGHT
2.02 1 SP253-42BC 500 BLACK COVER BACK PANEL ASSY
iNO LIGHT% CHARCOAL ENDS
2.03 1 158-9
2.04 1 SP40-33C CAST END CAP RH CHARCOAL
505 1 SP3933C _________ CASTEND CAPLH CHARCOAL |
2.06 1 SP51-6 ROTIS VENTURI BRACKET
2.07 1 SP69-12 ROTIS INFRA RED ASS'Y
2.08 1 SP41A-33C BASE CAST END CAP LH
2.09 1 SP42A-33C BASE CAST END CAP RH
A 1 - 500 z
211 1 SP90-9B 500 GRILL - BASE FRONT PANEL BLACK
212 4 SP54-6B BASE SHELF BRACKETS BLACK
213 1 SP14-31 500 GRILL - CONSOLE 5 VALVE

NO LIGHT SWITCH

Gas Barbeque Grill:

Model FG50069

HOW TO ORDER

SPARE PARTS:

When ordering, always give the
following information:

1. The Part Number

2. The Model Description

3. The Serial Number

4. The Part Description

5. Part Colour, B = Black,
C = Charcoal, BL = Blue,
E = Metallic Silver

NOTE: THE USE OF
NON-MANUFACTURERS
REPLACEMENT PARTS
AUTOMATICALLY VOIDS

AL 3 LS ! THE BARBEQUE
2.16 1 227B-4 5- 69,000
USE WITH LIQUID PROPANE MODELS WARRANTY.
ONLY
A7 1 - 5- ,
NATURAL GAS MODEL ONLY)
2.18 3 SP15-7 KNOB MAIN VALVE @2%.
2.19 2 SP16-7 VALVE KNOB SIDE-ROTIS ©2.0
2.20 1 SP76-20 6 POLE BELLOWS ELECTRONIC IGNITOR W/BEZEL
2.21 0 SP85-20 IGNITOR BUTTON W/BEZEL SUB ASSY
2.22 1 SP114-12 BURNER ASS'Y
2.23 1 SP198-6 500 BURNER CROSS MANUAL LIGHTING
2.24 3 SP120-12 500 - INDIVIDUAL BURNER W/IGNITER
2.25 3 SP119-12 500 TUBE BURNER
2.26 3 SP93-5 TUBE BURNER AIR SHUTTER
2.27 3 SP60-20 IGNITER ASSEMBLY MAIN BURNER
SECTION 03 CART ASSEMBLY
3.01 1 SP160-9C 500 BACK PAN PLAIN
3.02 1 SP107-9C 500 GRILL - PANEL FRONT
3.03 1 SP165A-42C 500 UNIVERSAL RH SIDE PANEL ASSY C.R.S.
3.04 1 SP166-42C 500 GRILL - PANEL LH ASS'Y

379-9 500

3.06 SP C SERIES BASE PAN C.R.S. ASSEMBLY DOMESTIC
3.07 1 SP377-9C 500 SERIES BASE PAN C.R.S.

3.08 1 SP223-6 500 SERIES DOMESTIC TANK CADDY
3.09 1 SP593-9C 500 SERIES BASE PAN C.R.S. NG MODEL
3.10 1 TBD BASE PAN NG WIRE

3.11 1 SP163-42 500 SERIES S.S. DOOR ASSEMBLY (L.H.)
3.12 2 SP72-19 DOOR HANDLE ASSEMBLY S.S.

3.13 2 SP41-15 BLUE EMBER MAGNET

3.14 1 SP164-42 500 SERIES S.S. DOOR ASSEMBLY (R.H.)
3.15 4 SP24A-22 500 GRILL - CASTERS 3"

SECTIONO4  ~ SIDE- SHELF LEFT HAND

4.01 1 SP450-42C 500/650 CRS SHELF (SS LID) ASSEMBLY
4.02 1 SP352-9C 500/650 SIDE SHELF FRAME CRS (LH)
4.03 1 SP62-33C RESIN SIDE END CAP TRIM (L.H.)

4.04 1 SP55-19 500 /650 SIDE HANDLE TOWEL BAR

4.05 1 SP12-1 500 GRILL - SIDE SHELF COVER

4.06 1 SP176A-3 500 /650 SIDE SHELF COVER HINGE 2007
4.07 1 SP60-16 3MM SPEED NUT

4.08 1 SP83-6 BLUE EMBER TOOL HOOK LH

5.01 1 451-42 500/650

5.0 1 356-9 500/650

5.03 1 SP61-33C RESIN SIDE END CAP TRIM (R.H.)

5.04 1 SP55-19 500 /650 SIDE HANDLE TOWEL BAR

5.05 1 12-1 500

5.06 1 SP176A-3 500 /650 SIDE SHELF COVER HINGE 2007
5.07 1 SP60-16 3MM SPEED NUT

5.08 1 SP70B-12 SIDE BURNER ASSEMBLY

5.09 1 SP200-3 500 /650 SIDE BURNER GRATE
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PARTS LIST

ITEM QTY. PART NO. DESCRIPTION

SECTION 06 LOOSE COMPONENTS AND BAG PACKS

6.01 1 SP182-24 500 MASTER BAG

6.02 1 SP56-45 AA BATTERY

6.03 2 SP53-16 1/4-20 FLANGED HEAD HEX NUT

6.04 2 SP92-18 1/4-20 THREAD SHOULDER BOLT

7/16 X 0.375

6.05 1 163-3 500 - 200
. 1 -

6.07 3 SP94A-9 SMART BAR

6.08 1 455-42 500

6.09 1 SP296-9 GREASE TRAY - SS MODEL

6.10 1 SP50-6 BOTTLE OPENER

6.11 1 SP7-1 SMOKER COVER

6.12 1 SP5-2 SMOKER BASE
. - 5 -

6.14 1 SP111A-9 500 GRILL - CONDIMENT TRAY

(X=COLOR B = Black, C = Charcoal, BL = Blue, E = Metallic Silver)

Gas Barbeque Grill:

Model FG50069

HOW TO ORDER

SPARE PARTS:

When ordering, always give the
following information:

1. The Part Number

2. The Model Description

3. The Serial Number

4. The Part Description

5. Part Colour, B = Black,
C = Charcoal, BL = Blue,
E = Metallic Silver

NOTE: THE USE OF
NON-MANUFACTURERS
REPLACEMENT PARTS
AUTOMATICALLY VOIDS
THE BARBEQUE
WARRANTY.
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BEFORE OPERATING THE BARBECUE
Grilling Safety Checklist

U Read and understand owner s manual. Follow the “Important Safeguards” found in the
Owner s Manual.

O Never overfill LP cylinder. Overfilled cylinders may cause freeze-up of regulator.

Q Check hose for signs of damage, e.g. blistering, cracking, discolouration. Never use a
damaged hose.

O Regularly check burner (venturi) tubes for spider webs. Ensure valves are correctly installed in
burner tubes.

Always ensure control knobs are in OFF position and regulator is attached to tank BEFORE
opening tank valve to avoid low flames.

Perform leak test regularly, including every time a new cylinder is installed or replaced.

U

Never leave your barbeque unattended while operating.
Ensure proper clearances as outlined in your owner’s manual.

Ensure all electrical accessories (such as rotisserie) are grounded and keep any electrical
cords and/or fuel supply hoses away from the grill box and any hot surface.

Ensure that all gas hoses and electrical wires are not in contact with any part of the fire box, or
other parts which will get hot.

O THE HOSE/REGULATOR MUST BE INSTALLED AT THE FRONT OF THE CART AS SHOWN
IN THESE INSTRUCTIONS.

NEVER OPERATE WITHOUT A PROPERLY INSTALLED GREASE PAN ASSEMBLY.

The grease pan and grease tray should be checked, cleaned and replaced regularly to prevent
grease buildup and overflow. WARNING: Failure to follow these instructions may result in a
hazardous fire or explosion causing serious bodily injury or death andor property damage.

Always refer to Important Safeguards found in owners manual.
Check burner tubes for spider webs.

U (I Wy

U U

Ensure valves are correctly installed in burner tubes.
Improper assembly may be dangerous. Please follow the assembly instructions carefully.

(IR Iy iy W

After a period of storage, and/or nonuse, the gas barbecue should be checked for gas leaks
and burner obstructions before use. See instructions in this manual for correct procedures.

(]

The gas barbecue should be thoroughly cleaned on a regular basis.

U

Never place a cover on or over the barbeque when in use or when the barbeque is hot to the

A\ RN AN

touch

FAILURE TO ENSURE THE ABOVE MAY RESULT IN A HAZARDOUS FIRE OR
EXPLOSION CAUSING SERIOUS BODILY INJURY AND/OR PROPERTY DAMAGE AND
INVALIDATES WARRANTY

Should you encounter a problem with our product
Please refer to the Instruction Manual and Use & Care

Thank You for Your Purchase!
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